
Metal ServiceS

Doré Metal Services ltd

StaNDarD Stock raNge

Kent   01795  473551      
Bristol  0117  3709780   
Hertfordshire  01462  481184
www.doremetals.co.uk

Prinect Color Editor
Page is color controlled with Prinect Color Editor 4.0.102Copyright 2008 Heidelberger Druckmaschinen AGhttp://www.heidelberg.comYou can view actual document colors and color spaces, with the free Color Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.Applied Color Management Settings:Output Intent (Press Profile): CoatedFOGRA39.iccRGB Image:Profile: AdobeRGB1998.iccRendering Intent: Relative ColorimetricBlack Point Compensation: yesRGB Graphic:Profile: AdobeRGB1998.iccRendering Intent: Relative ColorimetricBlack Point Compensation: yesCMYK Image:Profile: CoatedFOGRA39.iccRendering Intent: Relative ColorimetricBlack Point Compensation: yesPreserve Black: noCMYK Graphic:Profile: CoatedFOGRA39.iccRendering Intent: Relative ColorimetricBlack Point Compensation: yesPreserve Black: noDevice Independent RGB/Lab Image:Rendering Intent: Relative ColorimetricBlack Point Compensation: yesDevice Independent RGB/Lab Graphic:Rendering Intent: Relative ColorimetricBlack Point Compensation: yesDevice Independent CMYK/Gray Image:Rendering Intent: Relative ColorimetricBlack Point Compensation: yesDevice Independent CMYK/Gray Graphic:Rendering Intent: Relative ColorimetricBlack Point Compensation: yesTurn R=G=B (Tolerance 0.5%) Graphic into Gray: noTurn C=M=Y,K=0 (Tolerance 0.1%) Graphic into Gray: noCMM for overprinting CMYK graphic: yesGray Image: Apply CMYK Profile: noGray Graphic: Apply CMYK Profile: noTreat Calibrated RGB as Device RGB: noTreat Calibrated Gray as Device Gray: yesRemove embedded non-CMYK Profiles: noRemove embedded CMYK Profiles: yesApplied Miscellaneous Settings:Colors to knockout: noGray to knockout: noPure black to overprint: noTurn Overprint CMYK White to Knockout: yesTurn Overprinting Device Gray to K: yesCMYK Overprint mode: set to OPM1 if not setCreate "All" from 4x100% CMYK: yesDelete "All" Colors: noConvert "All" to K: no



2     

Doré Metal ServiceS ltD    coNteNtS   

Doré Metal ServiceS ltD        P3

aluMiNiuM rouND barS       P4

aluMiNiuM Flat barS        P5

aluMiNiuM Square barS       P9

aluMiNiuM HexagoNal barS       P9 

aluMiNiuM equal aNgleS       P10

aluMiNiuM uNequal aNgleS       P11

aluMiNiuM rouND tubeS       P12

aluMiNiuM Square box SectioN      P15

aluMiNiuM rectaNgular box SectioN     P16

aluMiNiuM cHaNNelS        P17

aluMiNiuM i beaMS        P18

aluMiNiuM t SectioNS        P18

aluMiNiuM SHeet         P18

aluMiNiuM Plate         P19 

aluMiNiuM treaD Plate       P19  

StaiNleSS Steel rouND barS       P20

StaiNleSS Flat barS        P21 

StaiNleSS Steel Square barS      P22

StaiNleSS Steel aNgleS       P23  

StaiNleSS Steel Square box       P23

braSS rouND barS        P24

braSS Flat barS         P24

braSS Square barS        P25  

braSS HexagoNal barS       P25
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Established in 1969, Doré Metal Services Limited is now recognised as one of the leading 
distributors of non-ferrous metals in the UK. Led by the late Peter Doré the company was set 
up in Sittingbourne, Kent the same town in which the head office remains. Recent years have 
seen us grow as a company as we set up new branches in Avonmouth, Bristol and Hitchin, 
Hertfordshire. We also make use of a holding depot situated conveniently in the West 
Midlands. This has allowed us to supply the ever-growing needs of our clients across the 
whole of the UK and the ROI using our own fleet of vehicles.

Doré Metals are proud to remain a family-run business and one of the few remaining  
independently owned metal stockists in the UK. Our growing success is attributed to our  
offering of competitive pricing and unrivalled delivery service, as well as a genuine desire to 
build strong, personal relationships with our customers. 

We look forward to welcoming your enquiries and sharing a successful future. 

Ian Hunter
Managing Director

coNteNtS   
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aluMiNiuM  aluMiNiuM  

rouND barS 
all available in one or more of the following alloys 

     6082t6  
2011t6
2011t3
6026t6
 6026t9

2014at6(+at651)
7075t6

We are able to cut to size, in multiple and single cuts, material up to 18” in diameter.

Size Weight 
(Kg/M)

3MM DIA 0.02
4MM DIA 0.03
3/16” DIA 0.05
5MM DIA 0.05
6MM DIA 0.08
1/4” DIA 0.09
5/16” DIA 0.13
8MM DIA 0.14
11/32” DIA 0.16
3/8” DIA 0.20

10MM DIA 0.21
7/16” DIA 0.26
11MM DIA 0.28
12MM DIA 0.31
1/2” DIA 0.34
9/16” DIA 0.44
15MM DIA 0.48
5/8” DIA 0.54

16MM DIA 0.55
3/4” DIA 0.78

20MM DIA 0.85
13/16” DIA 0.91
7/8” DIA 1.05

25MM DIA 1.33
1” DIA 1.37

1 1/16” DIA 1.56
1 1/8” DIA 1.75
30MM DIA 1.92
1 3/16” DIA 1.94
1 1/4” DIA 2.15
1.5/16” DIA 2.37
1.3/8” DIA 2.60
1.1/2” DIA 3.10
40MM DIA 3.40
1 5/8” DIA 3.64

Size Weight 
(Kg/M)

1.3/4” DIA 4.21
45MM DIA 4.33
1.7/8” DIA 4.84
50MM DIA 5.32

2” DIA 5.47
2 1/8” DIA 6.22
2 1/4” DIA 6.95
60MM DIA 7.66
2.3/8” DIA 7.75
2 1/2” DIA 8.58
65MM DIA 8.99
2 5/8” DIA 9.46
2 3/4” DIA 10.39
2 7/8” DIA 11.40
74MM DIA 12.00

3” DIA 12.36
80MM DIA 14.05
3.1/4” DIA 14.50
3 1/2” DIA 16.80
3 3/4” DIA 19.30

4” DIA 22.00
4 1/4” DIA 24.80
4 1/2” DIA 27.80
4 3/4” DIA 31.00

5” DIA 34.30
5 1/4” DIA 37.80
5 1/2” DIA 41.50
5 3/4” DIA 45.40

6” DIA 49.40
6.1/4” DIA 53.80
6 1/2” DIA 58.00
6 3/4” DIA 62.75

175MM DIA 65.40
7” DIA 67.30

7 1/4” DIA 72.20
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aluMiNiuM  aluMiNiuM  

Flat barS

rouND barS

all available in one or more of the following alloys 
     6082t6  

6063t6
2014at6(+at651)

Size Weight 
(Kg/M)

7 1/2” DIA 77.20
8” DIA 87.90

8 1/2” DIA 99.20
9” DIA 111.00

9 1/2” DIA 124.00
10” DIA 137.00

10.1/2” DIA 150.83

Size Weight 
(Kg/M)

11” DIA 166.70
12” DIA 198.00
13” DIA 232.00
14” DIA 269.00
15” DIA 309.00
16” DIA 352.00

Size Weight 
(Kg/M)

1/4” X 1/8” 0.05
8MM X 2MM 0.04
3/8” X 1/8” 0.08
3/8” X 3/16” 0.12
3/8” X 1/4” 0.16

10MM X 6MM 0.16
1/2” X 1/16” 0.05
1/2” X 1/8” 0.11
1/2” X 3/16” 0.16
1/2” X 1/4” 0.22
1/2” X 5/16” 0.27
1/2” X 3/8” 0.33

15MM X 5MM 0.20
5/8” X 1/8” 0.14
5/8” X 3/16” 0.21
5/8” X 1/4” 0.27
5/8” X 5/16” 0.34
5/8” X 3/8” 0.41
5/8” X 1/2” 0.55
3/4” X 1/16” 0.08
3/4” X 1/8” 0.16
3/4” X 3/16” 0.25
3/4” X 1/4” 0.33

Size Weight 
(Kg/M)

3/4” X 5/16” 0.41
3/4” X 3/8” 0.49
3/4” X 1/2” 0.66
3/4” X 5/8” 0.82

20MM X 3MM 0.16
20MM X 4MM 0.22
20MM X 5MM 0.27
20MM X 6MM 0.33
20MM X 8MM 0.43

20MM X 10MM 0.54
20MM X 12MM 0.65
20MM X 15MM 0.81

7/8” X 1/8” 0.19
7/8” X 3/16” 0.29
7/8” X 1/4” 0.38
7/8” X 3/8” 0.58
7/8” X 1/2” 0.77

25MM X 3MM 0.20
25MM X 5MM 0.32
25MM X 6MM 0.41
25MM X 8MM 0.54

25MM X 10MM 0.68
25MM X 12MM 0.82
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aluMiNiuM  aluMiNiuM  

Flat barS
Aluminium is 100% recyclable. Remelted/recycled aluminium is the equal of  
primary aluminium in every way.

Size Weight 
(Kg/M)

25MM X 15MM 1.02
25MM X 20MM 1.36

1” X 1/16” 0.11
1” X 1/8” 0.22
1” X 3/16” 0.33
1” X 1/4” 0.44
1” X 5/16” 0.55
1” X 3/8” 0.66
1” X 1/2” 0.88
1” X 5/8” 1.09
1” X 3/4” 1.31

30MM X 3MM 0.24
30MM X 5MM 0.41
30MM X 6MM 0.49
30MM X 8MM 0.65

30MM X 10MM 0.81
30MM X 12MM 0.98
30MM X 15MM 1.22
30MM X 20MM 1.63
30MM X 25MM 2.04

1 1/4” X 1/8” 0.27
1 1/4” X 3/16” 0.41
1 1/4” X 1/4” 0.55

1 1/4” X 5/16” 0.68
1 1/4” X 3/8” 0.82
1 1/4”X 1/2” 1.10
1 1/4” X 5/8” 1.37
1 1/4” X 3/4” 1.64
1 1/4” X 1” 2.19

1 3/8” X 3/8” 0.90
1 1/2” X 1/16” 0.16
1 1/2” X 1/8” 0.33

1 1/2” X 3/16” 0.49
1 1/2” X 1/4” 0.66

1 1/2” X 5/16” 0.82
1 1/2” X 3/8” 0.98
1 1/2” X 1/2” 1.31
1 1/2” X 5/8” 1.64
1 1/2” X 3/4” 1.97

Size Weight 
(Kg/M)

1 1/2” X 1” 2.63
1 1/2” X 1 1/4” 3.29
40MM X 3MM 0.33
40MM X 4MM 0.44
40MM X 5MM 0.54
40MM X 6MM 0.65
40MM X 8MM 0.87

40MM X 10MM 1.08
40MM X 12MM 1.30
40MM X 15MM 1.63
40MM X 20MM 2.18
40MM X 25MM 2.71
40MM X 30MM 3.25

1 3/4” X 1/8” 0.38
1 3/4” X 3/16” 0.57
1 3/4” X 1/4” 0.77
1 3/4” X 3/8” 1.15
1 3/4” X 1/2” 1.53
1 3/4” X 5/8” 1.91
1 3/4” X 3/4” 2.30
1 3/4” X 1” 3.07

1 3/4” X 1 1/4” 3.83
1.3/4” X 1.1/2” 5.60
50MM X 3MM 0.41
50MM X 5MM 0.68
50MM X 6MM 0.82
50MM X 8MM 1.08

50MM X 10MM 1.36
50MM X 12MM 1.63
50MM X 15MM 2.04
50MM X 20MM 2.71
50MM X 25MM 3.38
50MM X 30MM 4.05
50MM X 40MM 5.42

2” X 1/8” 0.43
2” X 3/16” 0.66
2” X 1/4” 0.87
2” X 5/16” 1.09
2” X 3/8” 1.31
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aluMiNiuM  aluMiNiuM  

Flat barS

Size Weight 
(Kg/M)

2” X 1/2” 1.75
2” X 5/8” 2.19
2” X 3/4” 2.64
2” X 1” 3.50

2” X 1 1/4” 4.39
2” X 1 1/2” 5.26
2” X 1 3/4” 6.12

2 1/4” X 1/4” 0.99
2 1/4” X 1/2” 1.97

2 1/4” X 1 1/4” 4.92
60MM X 5MM 0.81
60MM X 6MM 0.98
60MM X 8MM 1.30

60MM X 10MM 1.63
60MM X 12MM 1.95
60MM X 15MM 2.44
60MM X 20MM 3.25
60MM X 25MM 4.06
60MM X 40MM 6.53

2 1/2” X 1/8” 0.55
2 1/2” X 3/16” 0.82
2 1/2” X 1/4” 1.09

2 1/2” X 5/16” 1.37
2 1/2” X 3/8” 1.65
2 1/2” X 1/2” 2.19
2 1/2” X 5/8” 2.74
2 1/2” X 3/4” 3.29
2 1/2” X 1” 4.39

2 1/2” X 1 1/4” 5.48
2 1/2” X 1 1/2” 6.58
2 1/2” X 1 3/4” 7.65

2 1/2” X 2” 8.74
2 3/4” X 1/4” 1.20

70MM X 10MM 1.90
70MM X 15MM 2.85
70MM X 20MM 3.79
70MM X 25MM 4.74
70MM X 30MM 5.68
70MM X 40MM 7.57

Size Weight 
(Kg/M)

3” X 1/8” 0.66
3” X 3/16” 0.98
3” X 1/4” 1.31
3” X 5/16” 1.64
3” X 3/8” 1.97
3” X 1/2” 2.62
3” X 5/8” 3.29
3” X 3/4” 3.95
3” X 1” 5.26

3” X 1 1/4” 6.58
3” X 1 1/2” 7.90
3” X 1 3/4” 9.18

3” X 2” 10.49
3” X 2 1/2” 13.08

80MM X 6MM 1.30
80MM X 8MM 1.74

80MM X 10MM 2.18
80MM X 12MM 2.60
80MM X 15MM 3.26
80MM X 20MM 4.34
80MM X 25MM 5.44
80MM X 30MM 6.50
80MM X 40MM 8.67

3 1/2” X 1/4” 1.53
3 1/2” X 3/8” 2.30
3 1/2” X 1/2” 3.07
3 1/2” X 5/8” 3.83
3 1/2” X 3/4” 4.61
3 1/2” X 1” 6.12

3 1/2” X 1 1/4” 7.62
3 1/2” X 1 1/2” 9.18
3 1/2” X 1 3/4” 10.71

3 1/2” X 2” 12.21
3 1/2” X 2 1/2” 15.26

3 1/2” X 3” 18.31
90MM X 65MM 15.82
100MM X 5MM 1.36
100MM X 6MM 1.63
100MM X 8MM 2.17
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aluMiNiuM  aluMiNiuM  

Flat barS
Aluminium extrusion can be formed and produced to your unique design. We 
specialise in the supply of bespoke profiles to a variety of different industries.   
Contact us with your needs.

Size Weight 
(Kg/M)

100MM X 10MM 2.72
100MM X 12MM 3.25
100MM X 15MM 4.07
100MM X 20MM 5.44
100MM X 25MM 6.78
100MM X 30MM 8.13

4” X 1/8” 0.88
4” X 3/16” 1.32
4” X 1/4” 1.75
4” X 3/8” 2.63
4” X 1/2” 3.50
4” X 5/8” 4.39
4” X 3/4” 5.26
4” X 1” 7.02

4” X 1 1/4” 8.74
4” X 1 1/2” 10.49
4” X 1.3/4” 12.21

4” X 2” 14.04
4” X 2 1/2” 17.44
4” X 2 5/8” 18.31

4” X 3” 20.93
4” X 3 1/2” 24.42

4 1/2” X 1/4” 1.96
4 1/2” X 2 1/2” 19.62
120MM X 5MM 1.63
120MM X 10MM 3.25
120MM X 12MM 3.90
120MM X 15MM 4.88
120MM X 20MM 6.50
120MM X 25MM 8.13
120MM X 90MM 29.20

5” X 1/4” 2.19
5” X 3/8” 3.28
5” X 1/2” 4.37
5” X 5/8” 5.49
5” X 3/4” 6.58
5” X 1” 8.74

Size Weight 
(Kg/M)

5” X 1 1/4” 10.93
5” X 1 1/2” 13.08
5” X 1 3/4” 15.26

5” X 2” 17.44
5” X 2 1/2” 21.80

5” X 3” 26.16
5” X 3 1/2” 30.52

5” X 4” 34.88
150MM X 5MM 2.03
150MM X 6MM 2.45
150MM X 8MM 3.25
150MM X 10MM 4.07

6” X 1/8” 1.32
6” X 1/4” 2.62
6” X 3/8” 3.94
6” X 1/2” 5.25
6” X 5/8” 6.56
6” X 3/4” 7.87
6” X 1” 10.49

6” X 1 1/4” 13.08
6” X 1 1/2” 15.70

6” X 2” 20.93
6” X 2 1/2” 26.16

6” X 3” 31.39
6” X 3 1/2” 36.63

6” X 4” 41.86
6” X 5” 52.32

200MM X 6MM 3.24
200MM X 8MM 4.33
200MM X 10MM 5.42
200MM X 15MM 8.13
200MM X 20MM 10.84
200MM X 125MM 67.59

8” X 1/4” 3.54
8” X 1/2” 6.97

230MM X 1/2” 7.90
250MM x 10MM 6.76
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9     

aluMiNiuM  aluMiNiuM  

Square barS

HexagoNal barS

9     

all available in one or more of the following alloys 
     6082t6  

2014at6(+at651)

all available in one or more of the following alloys 
     6082t6  

2011t6
2011t3

Size Weight 
(Kg/M)

5” X 1 1/4” 10.93
5” X 1 1/2” 13.08
5” X 1 3/4” 15.26

5” X 2” 17.44
5” X 2 1/2” 21.80

5” X 3” 26.16
5” X 3 1/2” 30.52

5” X 4” 34.88
150MM X 5MM 2.03
150MM X 6MM 2.45
150MM X 8MM 3.25
150MM X 10MM 4.07

6” X 1/8” 1.32
6” X 1/4” 2.62
6” X 3/8” 3.94
6” X 1/2” 5.25
6” X 5/8” 6.56
6” X 3/4” 7.87
6” X 1” 10.49

6” X 1 1/4” 13.08
6” X 1 1/2” 15.70

6” X 2” 20.93
6” X 2 1/2” 26.16

6” X 3” 31.39
6” X 3 1/2” 36.63

6” X 4” 41.86
6” X 5” 52.32

200MM X 6MM 3.24
200MM X 8MM 4.33
200MM X 10MM 5.42
200MM X 15MM 8.13
200MM X 20MM 10.84
200MM X 125MM 67.59

8” X 1/4” 3.54
8” X 1/2” 6.97

230MM X 1/2” 7.90
250MM x 10MM 6.76

Size Weight 
(Kg/M)

1/8” SQ 0.03
3/16” SQ 0.61
1/4” SQ 0.11
5/16” SQ 0.17
3/8” SQ 0.25

10MM SQ 0.27
12MM SQ 0.39
1/2” SQ 0.44

15MM SQ 0.61
5/8” SQ 0.68
3/4” SQ 0.98

20MM SQ 1.09
7/8” SQ 1.34

25MM SQ 1.69
1” SQ 1.75

30MM SQ 2.45
1 1/4” SQ 2.73
1 3/8” SQ 3.31
1 1/2” SQ 3.93

Size Weight 
(Kg/M)

40MM SQ 4.34
1 3/4” SQ 5.35

2” SQ 6.99
2 1/4” SQ 8.85
60MM SQ 9.72
2 1/2” SQ 10.89
2 3/4” SQ 13.27

3” SQ 15.68
3 1/4” SQ 18.53
3 1/2” SQ 21.50

4” SQ 28.08
4 1/2” SQ 35.53

5” SQ 43.87
5 1/2” SQ 53.08

6” SQ 63.17
6 1/2” SQ 72.00

7” SQ 85.99
8” SQ 111.90

Size Weight
 (Kg/M)

3/16” AF 0.05
1/4” AF 0.10

0.248” A/F 0.10
5/16” AF 0.14
3/8” AF 0.21

10MM AF 0.26
1/2” AF 0.38
9/16” AF 0.48
0.6” AF 0.56
5/8” AF 0.59
0.71” AF 0.77
3/4” AF 0.85
0.82” AF 1.02
7/8” AF 1.19
0.92” AF 1.32

1” AF 1.51

Size Weight
 (Kg/M)

1.01” A/F 1.61
1.1” AF 1.81

1 1/8” AF 1.89
1.125” A/F 1.89

1.2” AF 2.17
1.248” 2.36
1.3” AF 2.56

1 5/16” A/F 2.71
1 3/8” AF 2.85

1 7/16” A/F 3.30
1.48” A/F 3.32

1 9/16” A/F 3.45
2” A/F 6.56

2.05” AF 6.60
55MM AF 7.35
70MM AF 11.60
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aluMiNiuM  aluMiNiuM  

equal aNgleS
all available in one or more of the following alloys 

     6082t6  
6063t6

Alumiun can have it’s visual appearance changed to be more aesthetically pleasing by an   
anodising process. This process is used when material needs colour stability and durability   
particularly for exterior use. We can provide an anodising service.

Size Weight
 (Kg/M)

3/8” X 3/8” X 1/16” 0.08
1/2” X 1/2” X 1/16” 0.10
1/2” X 1/2” X  1/8” 0.19
5/8” X 5/8” X 1/16” 0.13
5/8” X 5/8” X 1/8” 0.25
3/4” X 3/4” X 1/16” 0.16
3/4” X 3/4” X 1/8” 0.30
3/4” X 3/4” X 3/16” 0.43

20MM X 20MM X 3MM 0.30
7/8” X 7/8” X 1/8” 0.36
7/8” X 7/8” X 1/16” 0.18

1” X 1” X 1/16” 0.21
25MM X 25MM X 3MM 0.39

1” X 1” X 1/8” 0.41
1” X 1” X 3/16” 0.59
1” X 1” X 1/4” 0.77

30MM X 30MM X 3MM 0.47
1 1/4” X1 1/4”X1/16” 0.27
1 1/4” X1 1/4”X1/8” 0.52
1 1/4” X1 1/4”X3/16” 0.76
1 1/4” X1 1/4”X1/4” 0.98
1 3/8” X1 3/8”X1/8” 0.57
1 1/2” X1 1/2”X1/16” 0.32
1 1/2” X 1 1/2”X1/8” 0.63
1 1/2” X1 1/2”X3/16” 0.92
1 1/2” X 1 1/2”X1/4” 1.20

40MM X 40MM X 3MM 0.63
1 3/4” X1 3/4”X1/8” 0.74

Size Weight
 (Kg/M)

1 3/4”X1 3/4”X3/16” 1.09
1 3/4” X1 3/4” X1/4” 1.42

50MM X 50MM X 3MM 0.79
50MM X 50MM X 5MM 1.29
50MM X 50MM 8MM 2.00

2” X 2” X 1/16” 0.43
2” X 2” X 1/8” 0.85

2” X 2” X 3/16” 1.25
2” X 2” X 1/4” 1.64
2” X 2” X 3/8” 2.38

2 1/4”X 2 1/4”X1/4” 1.86
2 1/2” X2 1/2” 1/8” 1.07

2 1/2” X2 1/2”X3/16” 1.58
2 1/2”  X2 1/2”X1/4” 2.08
2 1/2” X2 1/2”X3/8” 3.03

3” X 3” X 1/8” 1.29
3” X 3” X  3/16” 1.91
3” X 3” X 1/4” 2.51
3” X 3” X 3/8” 3.70
3” X 3” X 1/2” 4.83

3 1/2”X3 1/2” X1/4” 2.95
4” X 4” X 1/8” 1.73
4” X 4” X 1/4” 3.40
4” X 4” X 3/8” 5.00
4” X 4” X 1/2” 6.53

125MM X 125MM X 10MM 6.48
6” X 6” X 1/2” 10.02
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aluMiNiuM  aluMiNiuM  

uNequal aNgleSequal aNgleS all available in one or more of the following alloys 
     6082t6  

6063t6

All standard processing methods - welding, forming etc. can be applied to 
aluminium and in many cases their application is much easier than with other 
metals.

Size Weight
 (Kg/M)

5/8” X 3/8” X 1/16” 0.10
3/4” X 3/8” X 1/16” 0.12
3/4”X1/2”X1/16” 0.13
3/4” X 1/2” X 1/8” 0.25
1” X 1/2” X 1/16” 0.16
1” X 1/2” X 1/8” 0.30
1” X 5/8” X 1/8” 0.33
1” X 3/4” X 1/16” 0.19
1” X 3/4” X 1/8” 0.35

1 1/4” X 1/2” X 1/8” 0.36
1 1/4” X 3/4” X 1/8” 0.41
1 1/4” X 1” X 1/8” 0.47
1 1/2” X 1/2” X1/8” 0.41
1 1/2” X 3/4” X1/8” 0.47
1 1/2” X 1” X1/16” 0.27
1 1/2” X 1” X 1/8” 0.52
1 1/2” X 1” X 3/16” 0.76
1 3/4” X 3/4” X 1/8” 0.52
1 3/4” X 7/8” X 1/8” 0.55
1 3/4” X 1” X 1/8” 0.58

50MM X 25MM X 3.0MM 0.59
2” X 1/2” X 1/8” 0.52
2” X 3/4” X 1/8” 0.58
2” X 1” X 1/16” 0.32
2” X 1” X 1/8” 0.63

2” X 1” X 3/16” 0.92
2” X 1” X 1/4” 1.21

2” X 1 1/4” X 1/4” 1.31
2” X 1 1/2” X 1/8” 0.74
2” X 1 1/2” X 3/16” 1.09
2” X 1 1/2” X 1/4” 1.42
2 1/2” X 1” X 1/8” 0.74

Size Weight
 (Kg/M)

2 1/2” X1 1/2”X1/8” 0.85
2 1/2” X1 1/2”X3/16” 1.25
2 1/2” X1 1/2”X1/4” 1.65
2 1/2” X 2” X 3/16” 1.41
2 1/2” X 2” X 1/4” 1.85

75MM X 50MM X 6MM 1.94
3” X 1” X 1/8” 0.85
3” X 1” X 1/4” 1.65

3” X 1 1/2” X1/8” 0.96
3” X 1 1/2” X3/16” 1.42
3” X 1 1/2” X1/4” 1.87

3” X 2” X 1/8” 1.07
3” X 2” X 3/16” 1.58
3” X 2” X 1/4” 2.08
3” X 2” X 3/8” 3.03

100MM X 50MM X 8MM 3.08
100MM X50MM X10MM 3.81

4” X 1” X 1/8” 1.07
4” X 2” X 1/8” 1.29

4” X 2” X 3/16” 1.91
4” X 2” X 1/4” 2.51
4” X 3” X 1/4” 2.96
4” X 3” X 3/8” 4.35
5” X  2” X 1/4” 2.95
5” X 3” X 1/4” 3.39
5” X 3” X 3/8” 4.98
6” X 2” X 1/4” 3.39
6” X 2” X 3/8” 5.00
6” X 3” X 1/4” 3.82
6” X 3” X 3/8” 5.66

200MM X 100MM X 10MM 7.86
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aluMiNiuM  aluMiNiuM  

rouND tubeS all available in one or more of the following alloys 
     6082t6  

6063t6

Size Weight 
(Kg/M)

6MM OD X 1MM 0.04
1/4” OD X 16G 0.06

8MM OD X 1MM 0.06
8MM OD X 1.5MM 0.08

3/8” OD X 16G 0.11
10MM OD X 1MM 0.08
10MM OD X 2MM 0.14

1/2” OD X 18G 0.12
1/2” OD X 16G 0.15
1/2” OD X 14G 0.18
1/2” OD X 10G 0.26
5/8” OD X 16G 0.20
5/8” OD X 14G 0.24
5/8” OD X 10G 0.35
3/4” OD X 18G 0.19
3/4” OD X 16G 0.24
3/4” OD X 14G 0.29
3/4” OD X 10G 0.44
3/4” OD X 3/16” 0.58
3/4” OD X 1/4” 0.68

20MM OD 3MM 0.44
22MM OD X 2MM 0.34

7/8” OD X 10G 0.53
7/8” OD X 3/16” 0.70

25.0MMOD X 2.0MM 0.39
1” OD X 16G 0.33
1” OD X 12G 0.51
1” OD X 14G 0.40
1” OD X 10G 0.61
1” OD X 3/16” 0.84
1” OD X 1/4” 1.03

1.1/8” OD X 18G 0.28
1 1/8” OD X 16G 0.38
1 1/8” OD X 10G 0.70
30MM OD X 2MM 0.47
30MM OD X 3MM 0.69

Size Weight 
(Kg/M)

30MM OD X 5MM 1.06
1 1/4” OD X 16G 0.42
1 1/4” OD X 14G 0.52
1 1/4” OD X 12G 0.65
1 1/4” OD X 10G 0.79
1 1/4” OD X 3/16” 1.09
1 1/4” OD X 1/4” 1.37

35MM OD X 2MM 0.56
1 3/8” OD X 16G 0.46
1 3/8” OD X 10G 0.88
1 3/8” OD X 1/4” 1.55
1 1/2” OD X 18G 0.39
1 1/2” OD X 16G 0.51
1 1/2” OD X 14G 0.63
1 1/2” OD X 10G 0.96
1 1/2” OD X 3/16” 1.35
1 1/2” OD X 1/4” 1.72
1 1/2” OD X 1/2” 2.75

40MM OD X 3MM 0.95
40MM OD X 5MM 1.49
40MM OD X 10MM 2.46
1 5/8” OD X 16G 0.55
1 5/8” OD X 10G 1.06
1 5/8” OD X 3/16” 1.48
1 5/8” OD X 1/4” 1.90
1 3/4” OD X 16G 0.59
1 3/4” OD X 10G 1.14
1 3/4” OD X 3/16” 1.61
1 3/4” OD X 1/4” 2.06
1 3/4” OD X 3/8” 2.84

48MM OD X 3MM 1.15
1 7/8” OD X 10G 1.23
1 7/8” OD X 1/4” 2.22

1 29/32” OD X 7G 1.67
50MM OD X 2MM 0.82

2” OD X 16G 0.69
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aluMiNiuM  aluMiNiuM  

rouND tubeS

as well as supplying standard mill finish products we can offer services for 
anodising, powder coating, painting, drilling, welding and profiling. More than a 
stockholder.

Size Weight 
(Kg/M)

2” OD X 14G 0.85
2” OD X 10G 1.32
2” OD X 3/16” 1.87
2” OD X 1/4” 2.42
2” OD X 3/8” 3.35
2” OD X 1/2” 4.12

2 1/4” OD X 16G 0.77
2 1/4” OD X 10G 1.50
2 1/4” OD X 1/4” 2.76
2 1/4” OD X 3/8” 3.88
2 1/4” OD X 1/2” 4.79

60MM OD X 1.5MM 0.75
60MM OD X 3MM 1.46
60MM OD X 5MM 2.35
60MM OD X 10MM 4.27
2 1/2” OD X 16G 0.86
2 1/2” OD X 14G 1.04
2 1/2” OD X 10G 1.67
2 1/2” OD X 3/16” 2.39
2 1/2” OD X 1/4” 3.10
2 1/2” OD X 3/8” 4.38
2 1/2” OD X 1/2” 5.49
2 1/2” OD X 3/4” 7.22

70MM OD X 1.5MM 0.88
70MM OD X 5MM 2.77
2 3/4” OD X 16G 0.96
2 3/4” OD X 10G 1.85
2 3/4” OD X 1/4” 3.43
2 3/4” OD X 3/8” 4.91
2 3/4” OD X 1/2” 6.20

3” OD X 16G 1.05
3” OD X 10G 2.03
3” OD X 3/16” 2.90
3” OD X 1/4” 3.78
3” OD X 3/8” 5.40
3”OD X 1/2” 6.87

Size Weight 
(Kg/M)

3” OD X 3/4” 9.27
3” OD X 1” 10.94

80MM OD X 5MM 3.20
80MM OD X 10MM 5.96
3 1/4” OD X 10G 2.19
3 1/4” OD X 1/4” 4.10
3 1/4” OD X 3/8” 5.90
3 1/4” OD X 1/2” 7.58
3 1/2” OD X 16G 1.21
3 1/2” OD X 12G 1.93
3 1/2” OD X 10G 2.38
3 1/2” OD X 1/4” 4.46
3 1/2” OD X 3/8” 6.42
3 1/2” OD X 1/2” 8.24
3 1/2” OD X 3/4” 11.29
3 1/2” OD X 1” 13.68

3 3/4” OD X 1/2” 8.89
100MM OD X 10MM 7.66

4” OD X 16G 1.36
4” OD X 10G 2.73
4” OD X 3/16” 3.91
4” OD X 1/4” 5.15
4” OD X 3/8” 7.47
4” OD X 1/2” 9.61
4” OD X 3/4” 13.39
4” OD X 1” 16.42

4 1/4” OD X 10G 2.91
4 1/2” OD X 10G 2.99
4 1/2” OD X 1/4” 5.86
4 1/2” OD X 3/8” 8.51
4 1/2” OD X 1/2” 10.94
4 1/2” OD X 3/4” 15.39
4 1/2” OD X 1” 19.15

120MM OD X 3MM 2.99
4 3/4” OD X 1/4” 6.16

125MM OD X 2.5MM 2.60
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rouND tubeS
Aluminium is light, strong, durable and requires minimal 
maintenance, making it an ideal material for construction.

Size Weight 
(Kg/M)

5” OD X 10G 3.42
5” OD X 3/16” 4.94
5” OD X 1/4” 6.53
5” OD X 3/8” 9.53
5” OD X 1/2” 12.31
5” OD X 3/4” 17.44
5” OD X 1” 21.89

5 1/2” OD X 1/4” 7.14
5 1/2” OD X 3/8” 10.47
5 1/2” OD X 1/2” 13.61
5 1/2” OD X 3/4” 19.38
5 1/2” OD X 1” 24.48

5 1/2” OD X 1 1/4” 28.88
6” OD X 10G 4.13
6” OD X 1/4” 7.90
6” OD X 3/8” 11.59
6” OD X 1/2” 15.05
6” OD X 3/4” 21.55
6” OD X 1” 27.36

6 1/2” OD 1/4” 8.61
6 1/2” OD X 1/2” 16.42
6 1/2” OD X 3/4” 23.60
6 1/2” OD X 1” 30.10

170MM OD X 20MM 25.45
7” OD X 1/4” 9.23
7” OD X 3/8” 13.60
7” OD X 1/2” 17.79
7” OD X 3/4” 25.65
7” OD X 1” 32.83

7 1/2” OD X 1/4” 9.92
7 1/2” OD X 1/2” 19.15
7 1/2” OD X 3/4” 27.70

7 1/2” OD 1” 35.57
200MM O.D X 3MM WT 5.03

Size Weight 
(Kg/M)

200MM OD X 10MM 16.12
8” OD X 1/4” 10.59
8” OD X 3/8” 15.64
8” OD X 1/2” 20.50
8” OD X 3/4” 29.72
8” OD X 1” 38.31

8” OD X 1 1/2” 53.36
8 1/2” OD X 1/2” 21.89
8 1/2” OD X 3/4” 31.81
8 1/2” OD X 1” 41.04
9” OD X 1/4” 11.97
9” OD X 1/2” 23.26
9” OD X 3/4” 33.86
9” OD X 1” 43.78

9 1/2” OD X 1/2” 24.63
9 1/2” OD X 3/4” 35.61
9 1/2” OD X 1” 46.52

250MM OD X 20MM 39.02
10” OD X 1/4” 13.34
10” OD X 1/2” 25.99
10” OD X 3/4” 37.97
10” OD X 1” 49.25

260MM OD X 15MM 31.17
10 1/2” OD X 1/2” 27.36
10 1/2” OD X 1” 51.99
11” OD X 1/4” 14.71
11” OD X 1/2” 28.73
11” OD X 3/4” 42.07
11” OD X 1” 54.72

11 1/2” OD X 1” 57.46
300MM OD X 4MM 10.04

12” OD X 1/2” 31.47
12” OD X 1” 60.20
14” OD X 1” 71.14
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all available in one or more of the following alloys 
     6082t6  

6063t6

Aluminium is light, strong, durable and requires minimal 
maintenance, making it an ideal material for construction.

Doré Metals is home of the widest range of aluminium sections in europe with over 2500 
ever-growing stock lines. We continually invest in new sizes to add to our range. if the  
exact size you need is not listed, please contact us to see if it has since been added.

Size Weight 
(Kg/M)

1/2” X 1/2” X 16G 0.20
5/8” X 5/8” X 16G 0.25

3/4” X 3/4” X 16G R 0.31
3/4” X 3/4” X 16G 0.31
3/4” X 3/4” X 10G 0.56

22MM X 22MM X 2.0MM 0.44
25MM X 25MM X2MM 0.50

1” X 1” X 16G 0.42
1” X 1” X 16G R 0.42
1” X 1” X 10G 0.78

30MM X 30MM X 1.6MM 3MM 
RADS

0.49

30MM X 30MM X 3MM 0.88
1 1/4” X 1 1/4”X16G 0.53
1 1/4” X 1 1/4”X10G 1.00
1 1/2” X 1 1/2”X16G 0.64
1 1/2” X 1 1/2”X10G 1.23

40MM X 40MM X 1.5MM 0.64
40MM X 40MM X 2.5MM 1.02
40MM X 40MM X 3MM 1.20

1 3/4” X 1 3/4”X10G 1.48
50MM X 50MM X 3MM 1.53

Size Weight 
(Kg/M)

2” X 2” X 16G 0.87
2” X 2” X 10G 1.68

2” X 2” X 10G 1.59MM RAD 1.68
2” X 2” X 3/16” 2.38
2” X 2” X 1/4” 3.06

60MM X 60MM X 4MM 2.43
2 1/2” X 2 1/2”X10G 2.12
2 1/2”X2 1/2”X3/16” 3.03

70MM X 70MM X 4MM 2.86
3” X 3” X 10G 2.57
3” X 3” X 3/16” 3.71
3” X 3” X 1/4” 4.81

80MM X 80MM X 2MM 1.66
80MM X 80MM X 4MM 3.31
80MM x 80MM x 6MM 4.81

100MM X 100MM X 2MM 2.13
4” X 4” X 10G 3.47
4” X 4” X 1/4” 6.56

120MMX 120MM X 5MM 6.23
150MM X 150MM X 3MM 4.78
6” X 6” X 1/4” 1MM RAD 10.06
200MM x 200MM x 5MM 10.84
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all a vailable in one or more of the following alloys 

     6082t6  
6063t6

Nearly 75% of aluminium ever produced is still in use today.

Size Weight 
(Kg/M)

1” X 1/2” X 16G 0.29
1 1/2” X 3/4” X16G 0.48
1 1/2” X 3/4” X10G 0.89
1 1/2” X 1” X 16G 0.53
1 1/2” X 1” X 10G 1.01

1 1/2” X 1” X 10G 2MM RADS 1.01
40MM X 20MM X 2MM 0.61
40MM X 30MM X 2MM 0.72
50MM X 20MM X 2MM 0.72
50MM X 25MM X 3MM 1.12
50MM X 30MM X 3MM 1.20
50MM X 40MM X 2MM 0.93
50MM X 40MM X 2MM 0.93
50MM X 40MM X 3MM 1.38

2” X 1” X 16G 0.64
2” X 1” X 10G 1.23

2” X 1 1/2” X 10G 1.46
60MM X 25MM X 3MM 1.29
60MM X 40MM X 2MM 1.04
60MM X 40MM X 3MM 1.53

2 1/2” X 1 1/2”X10G 1.68
3” X 1” X 10G 1.68

3” X 1 1/2” X 14G 1.22
3” X 1 1/2” X 10G 1.90
3” X 1 3/4” X 10G 2.02

3” X 2” X 10G 2.13
3” X 2” X 1/4” 3.93

76MM X 25MM X 1.2MM 0.64
80MM X 40MM X 4MM 2.43

Size Weight 
(Kg/M)

4” X 1” X 10G 2.12
100MM X 40MM X 3MM 2.18
100MM X 50MM X 3MM 2.35
100MM X 50MM X 5MM 3.80
100MM X 50MM X 6MM 4.49

4” X 1 3/4” X 10G 2.41
4” X 2” X 10G 2.58
4” X 2” X 1/4” 4.90
4” X 3” X 10G 3.05
4” X 3” X 1/4” 5.69

4 1/2” X 1 3/4” X 10G 2.68
120MM X 60MM X 4MM 3.71

120MM X 80MMX6.75MM 6.82
5” X 2” X 3MM 2.80
5” X 2” X 1/4” 5.68

6” X 1 3/4” X 10G 3.35
6” X 2” X 10G 3.47
6” X 2” X 1/4” 6.56

6” X 2 1/2” X 10G 3.70
6” X 3” X 3MM 3.62
6” X 3” X 3/8” 10.80

150MM X 100MM X 3MM 3.98
180MM X 50MM X 4MM 4.82

180MM X 70MM X 4.5MM 5.85
200MM X 45MM X3MM 3.90
200MM X 50MM X 4MM 5.25
200MM X 80MM X6MM 8.63
250MM X 50MM X 4MM 7.21
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aluMiNiuM  aluMiNiuM  
all available in one or more of the following alloys 

     6082t6  
6063t6

Size Weight
 (Kg/M)

10MM X 10MM X 1.5MM 0.11
1/2” X 1/2” X 1/16” 0.15
1/2” X 1/2” X 1/8” 0.27
5/8” X 5/8” X 1/16” 0.19
5/8” X 5/8 X 1/8” 0.36
3/4” X 1/2” X 1/8” 0.33
3/4” X 3/4” X 1/16” 0.23

3/4 X 3/4” X1/8” 0.44
7/8” X 7/8” X 1/8” 0.52

1” X 1/2” 1/8” 0.38
1” X 3/4” X 1/8” 0.49
1” X 1” X 1/8” 0.61

1” X 1” X 3/16” 0.86
1” X 1 1/2” X 1/8” 0.82

1” X 2” X 1/8” 1.04
1 1/8” X 3/4” X 1/8” 0.52
1 1/8” X 1” X 1/8” 0.84

1 1/4” X 1/2” X 1/8” 0.44
1 1/4” X 3/4” X 1/8” 0.55
1 1/4” X 1” X 1/8” 0.66

1 1/4” X 1 1/4”X1/8” 0.79
1 1/4” X1 1/4”X3/16” 1.11
1 1/4” X 1 1/2” X 1/8” 0.88

1 3/8” X 1” X 1/8” 0.69
1 1/2” X 3/4” 1/8” 0.60
1 1/2” X 1” X 1/8” 0.71

1 1/2” X 1 1/2”X1/8” 0.93
1 1/2” X 1 1/2” X 3/16” 1.36

1 3/4” X 1” X  1/8” 0.76
1 3/4” X 1 3/4” X 1/8” 1.10

2” X 1/2” X 1/8” 0.60
2” X 1” X 1/8” 0.82

2” X 1” X 3/16” 1.19
2” X 1” X 1/4” 1.54

Aluminium is the most abundant mineral on earth after oxygen and silicon.

Size Weight
 (Kg/M)

2” X 1 1/2” X 1/8” 1.04
2” X 1 1/2” X 3/16” 1.52
2” X 1 1/2” X 1/4” 1.97

2” X 2” X 1/8” 1.26
2” X 2” X 3/16” 1.84
2” X 2” X 1/4” 2.40

2 1/4”X1 1/4”X3/16” 1.43
2 1/2” X 1” X 1/8” 0.93

2 1/2”X1 1/4”X3/16” 1.52
2 1/2”X1 1/2”X3/16” 1.68
2 1/2”X1 1/2”X1/4” 2.18

2 1/2” X 2 1/2” X 3/16” 2.33
3” X 1” X 1/8” 1.04

3” X 1 1/2” X 1/8 1.31
3” X 1 1/2” X 3/16” 1.84
3” X 1 1/2” X 1/4” 2.41

3”X1 1/2”X1/4”X5/16” 2.76
3” X 2” X 1/8” 1.48
3” X 2” X 1/4” 2.84
3” X 3” X 1/4” 3.76

3 1/2”X1 1/2”X1/4” X 5/16” 2.97
4” X 1” X 1/8” 1.26
4” X 2” X 1/8” 1.70
4” X 2” X 1/4” 3.29

4” X 2”X1/4”X5/16” 3.66
4” X 3” X 3/8” 6.10

5” X 2” X1/4”X5/16” 4.20
5”X2 1/2”X1/4”X3/8” 5.27
6” X 2” X1/4”X5/16” 4.65
6” X 3” X1/4” X3/8” 6.41
6” X 3” X3/8” X1/2” 8.69
7” X 3” X 3/8” X 1/2” 9.27
8” X 3”X3/8”X1/2” 9.95
10” X 3”X3/8”X1/2” 11.35
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all the following sections are available in alloy 
     6082t6  

all available in one or more of the following alloys 
     6082t6  

6063t6

Size Weight 
(Kg/M)

3”X1 1/2”X3/16”X1/4” 2.23
4” X 3” X 1/4” X5/16” 4.81
5” X 3” X 1/4” X 3/8” 6.00
6” X 3” X 1/4” X 3/8” 6.48

Size Weight 
(Kg/M)

150MM X 80MM  X10MM 7.86
8”X3”X9/32”X13/32” 7.94

8” X 4 1/2” X 7/16” x 1/2” 13.60

Size Weight 
(Kg/M)

1/2” X 1/2” X 1/16” 0.10
3/4” X 3/4” X 1/16” 0.16
3/4” X 3/4” X 1/8” 0.30
1” X 1” X 1/16” 0.21
1” X 1” X 1/8” 0.41
1” X 2” X 1/8” 0.63

1 1/4” X 1 1/4”X1/8” 0.52
1 1/4”X1 1/4”X3/16” 0.76
1 1/2” X 1 1/2”X1/8” 0.63

1 1/2” X 1 1/2” X 3/16” 0.92
1 1/2” X 1 1/2”X1/4” 1.21

Size Weight 
(Kg/M)

2” X 1” X 1/8” 0.63
2” X 2” X 1/8” 0.85
2” X 2” X 3/16” 1.25
2” X 2” X 1/4” 1.65

2 1/2” X 2 1/2”X1/4” 2.08
3” x 3” x 1/4” 2.58
3” X 3” X 3/8” 3.69
4” X 3” X 1/4” 2.96
4” X 4” X 1/4” 3.39
4” X 4” X 3/8” 5.01

100MM X 180MM X 10MM X 6MM 5.49

Thickness Weight
 (Kg/sq M)

0.7MM 1.89
1MM 2.70

1.2MM 3.25

aluMiNiuM SHeet
Thickness Weight

 (Kg/sq M)
1.5MM 4.07
2MM 5.44

2.5MM 6.85

all available in one or more of the following specs
1050
5251
6082

aluMiNiuM  
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aluMiNiuM  

aluMiNiuM Plate all available in one or more of the following alloys 
     6082  

5083
tooling Plate

We have in-house capabilities to cut our flat rolled products to your required dimensions - 
be it square, circular or hollow rings.

Thickness Weight 
(Kg/sq M)

4MM 10.90
5MM 13.68
6MM 16.22

6.35MM 17.20
8MM 21.48

9.5MM 26.02
10MM 27.15
12MM 32.60

12.7MM 34.33
15MM 41.95

15.8MM 42.66
16MM 44.42
3/4” 51.50

20MM 54.10
7/8” 60.20

25MM 69.05
25.4MM 69.99
30MM 81.34

31.7MM 85.82
35MM 95.27

38.1MM 103.34
40MM 109.05

Thickness Weight 
(Kg/sq M)

44.4MM 120.35
45MM 122.08
50MM 135.34

50.8MM 137.80
55MM 148.69
2 1/4” 156.10
60MM 162.06

63.5MM 171.80
65MM 175.72

69.85MM 188.83
70MM 189.24
75MM 202.76

76.2MM 206.00
80MM 218.52

88.9MM 240.33
90MM 243.10
100MM 270.30

101.6MM 274.67
114.3MM 309.00
127MM 343.40

152.4MM 412.50

aluMiNiuM treaDPlate

Thickness Weight
(Kg/sq M)

2MM 6.02
3MM 8.23

4.5MM 13.04

Thickness Weight
(Kg/sq M)

6MM 16.27
8MM 21.69

9.53MM 26.71

all treadplate products are 
supplied in 5754
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StaiNleSS Steel

rouND barS

Size Weight 
(Kg/M)

1 3/8”  DIA 7.63
35MM  DIA 7.66
1 1/2”  DIA 9.15
40MM  DIA 10.09
1 5/8”  DIA 10.70
1 3/4”  DIA 12.40
45MM  DIA 12.77
1 7/8”  DIA 14.20
50MM  DIA 15.60

2”  DIA 16.10
2 1/8” DIA 18.20
 2 1/4”  DIA 20.60
60MM DIA 22.50
2 3/8”  DIA 22.80
2 1/2”  DIA 25.20
2 5/8”’ DIA 27.80
2 3/4”  DIA 30.50

3”  DIA 36.30
3 1/4”  DIA 43.20
3 1/2”  DIA 50.20
3 3/4”  DIA 57.60

4”  DIA 65.50
4 1/4”  DIA 73.90
4 1/2”  DIA 82.90
4 3/4” DIA 92.40

5”  DIA 102.00
5 1/4”  DIA 113.00
5 1/2”  DIA 123.00
5 3/4” DIA 135.00

6”  DIA 147.00
6 1/4”  DIA 160.00
6 1/2”  DIA 173.00
6 3/4”  DIA 181.50

Size Weight 
(Kg/M)

1/16” DIA 0.02
2MM  DIA 0.03
3/32” DIA 0.05

2.5mm DIA 0.05
3MM  DIA 0.06
4MM  DIA 0.10
3/16”  DIA 0.14
5MM  DIA 0.16
6MM  DIA 0.23
1/4”  DIA 0.25
5/16”  DIA 0.40
8MM  DIA 0.40
3/8”  DIA 0.57

10MM  DIA 0.63
7/16”  DIA 0.78
12MM  DIA 0.90
1/2”  DIA 1.02
9/16”  DIA 1.22
14MM  DIA 1.24
15MM  DIA 1.42
5/8”  DIA 1.56

16MM  DIA 1.56
18MM  DIA 2.01
3/4”  DIA 2.28

20MM  DIA 2.52
22MM  DIA 3.08
7/8”  DIA 3.12

24MM DIA 3.57
25MM DIA 3.88

1”  DIA 4.07
1 1/8” DIA 5.07
30MM DIA 5.63
1 1/4”  DIA 6.30
32MM DIA 6.40

StaiNleSS Steel  
   all available in one or more of the following 
   303

304
316

all of our stainless steel products can be cut to size if necessary.
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StaiNleSS Steel  

Size Weight 
(Kg/M)

7”  DIA 201.00
7 1/2”  DIA 230.00

8”  DIA 262.00
8 1/2”  DIA 296.00

9” DIA 332.00
9 1/2” DIA 370.00

rouND barS

Size Weight 
(Kg/M)

10”  DIA 409.00
10 1/2”  DIA 451.00

11”  DIA 496.00
11 1/2”  DIA 531.00

12”  DIA 590.00

Size Weight 
(Kg/M)

12MM X 3MM 0.28
12MM X 6MM 0.57
20MM X 3MM 0.47
20MM X 5MM 0.79
20MM X 6MM 0.95
25MM X 3MM 0.59
25MM X 5MM 0.99
25MM X 6MM 1.19
25MM X 8MM 1.58
25MM X 10MM 1.98
25MM X 12MM 2.38
25MM X 15MM 2.97
25MM X 20MM 4.09
30MM X 3MM 0.71
30MM X 5MM 1.19
30MM X 6MM 1.42
30MM X 8MM 1.89
30MM X 10MM 2.37
30MM X 12MM 2.85
30MM X 15MM 3.56
30MM X 20MM 4.75
40MM X 3MM 0.95
40MM X 5MM 1.58

Flat barS    all available in one or more of the following 
   304

316

Size Weight 
(Kg/M)

40MM X 6MM 1.90
40MM X 8MM 2.53
40MM X 10MM 3.16
40MM X 15MM 4.74
40MM X 25MM 7.96
40MM X 30MM 9.48
50MM X 3MM 1.19
50MM X 5MM 1.98
50MM X 6MM 2.37
50MM X 8MM 3.16
50MM X 10MM 3.95
50MM X 12MM 4.74
50MM X 15MM 5.99
50MM X 20MM 7.90
50MM X 25MM 9.95
50MM X 30MM 11.88
50MM X 40MM 15.86
60MM X 5MM 2.39
60MM X 6MM 2.84
60MM X 8MM 3.81
60MM X 10MM 4.74
60MM X 12MM 5.69
60MM X 15MM 7.11
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StaiNleSS Steel

Flat barS

Square barS

Size Weight 
(Kg/M)

5MM 0.30
6MM 0.39
8MM 0.51
10MM 0.86
12MM 1.13
16MM 2.07
20MM 3.14
25MM 4.91
1” SQ 5.18
30MM 7.11

Size Weight 
(Kg/M)

1 1/4” 8.10
35MM 10.03
1 1/2” 11.70

40MM SQ 12.60
1 3/4” 15.90
50MM 19.80
2” SQ 20.70
60mm 28.44
2 1/2” 31.85

StaiNleSS Steel

   all available in one or more of the following 
304
316

Size Weight 
(Kg/M)

60MM X 20MM 9.55
60MM X 30MM 14.22
65MM X 12MM 6.18
65MM X 25MM 12.83
75MM X 3MM 1.84
75MM X 5MM 2.96
75MM X 6MM 3.56
75MM X 8MM 4.74
75MM X 10MM 5.93
75MM X 12MM 7.12
75MM X 15MM 8.89
75MM X 20MM 11.90
75MM X 25MM 14.80
75MM X 40MM 23.80
80MM X 10MM 6.37
80MM X12MM 7.58
80MM X 20MM 12.74

Size Weight 
(Kg/M)

80MM X 25MM 15.81
80MM X 30MM 18.96
100MM X 5MM 3.95
100MM X 6MM 4.91
100MM X 8MM 6.32
100MM X 10MM 7.90
100MM X 12MM 9.49
100MM X 15MM 11.90
100MM X 20MM 15.80
100MM X 25MM 19.60
100MM X 50MM 39.20
150MM X 6MM 7.12
150MM X 10MM 11.85
150MM X 12MM 14.32
150MM X 15MM 17.90
200MM X 10MM 15.80
200MM X 12MM 19.10

  

Stainless Steel is one of the most popular choices for material constrution. It’s long 
lifespan in comparison to other metals also makes stainless steel a more economical 
choice in the long run.
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StaiNleSS Steel

Size Weight 
(Kg/M)

1 1/4” 8.10
35MM 10.03
1 1/2” 11.70

40MM SQ 12.60
1 3/4” 15.90
50MM 19.80
2” SQ 20.70
60mm 28.44
2 1/2” 31.85 23

StaiNleSS Steel

Size Weight 
(Kg/M)

20MM X 20MM X 3MM 0.95
25MM X 25MM X 3MM 1.21
25MM X 25MM X 5MM 1.93
30MM X 30MM X 3MM 1.47
30MM X 30MM X 6MM 2.77
40MM X 40MM X 3MM 1.99
40MM X 40MM X 5MM 3.22
50MM X 50MM X 3MM 2.56
50MM X 50MM X 5MM 4.08

Size Weight 
(Kg/M)

50MM X 50MM X 6MM 4.85
50MM X 50MM X 10MM 7.74
60MM X 60MM X 6MM 5.88
60MM X 60MM X 10MM 9.46
75MM X 75MM X 6MM 7.43
75MM X 75MM X 10MM 11.99
100MM X 100MM X 6MM 10.01
100MM X 100MM X 10MM 16.33

aNgleS

Size Weight 
(Kg/M)

25MM X 25MM X 1.5MM 1.14
25MM X 25MM X 2.0MM 1.50
30MM X 30MM X 1.5MM 1.38
30MM X 30MM X 2.0MM 1.84
30MM X 30MM X 3.0 MM 2.72
40MM X 40MM X 1.5MM 1.86

Size Weight 
(Kg/M)

40MM X 40MM X 2.0 MM 2.45
40MM X 40MM X 3.0MM 3.75
50MM X 50MM X 1.5MM 2.33
50MM X 50MM X 2.0 MM 3.08
50MM X 50MM X 3.0MM 4.65

Square box 
SectioN

   all available in one or more of the following 
304
316

   all available in one or more of the following 
304
316

We are constantly adding stocklines to our stainless steel range to meet our customers 
 demands. Please contact us if your required size is not listed
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braSS 

rouND barS

Size Weight 
(Kg/M)

5MM DIA 0.17
6MM DIA 0.24
1/4” DIA 0.27
7MM DIA 0.33
8MM DIA 0.43
11/32” DIA 0.51
3/8” DIA 0.61

10MM DIA 0.67
7/16” DIA 0.82
12MM DIA 0.96
1/2” DIA 1.08
9/16” DIA 1.36
5/8” DIA 1.63

16MM DIA 1.71
11/16” DIA 2.04
3/4” DIA 2.42

20MM DIA 2.67
7/8”  DIA 3.30

24MM DIA 3.84

Size Weight 
(Kg/M)

1/4” X 1/8” 0.17
3/8” X 3/16” 0.39
3/8” X 1/4” 0.52
1/2” X 1/4” 0.69
1/2” X 3/8” 1.04
5/8” X 1/4” 0.86
5/8” X 3/8” 1.29

Flat barS

   all the following sections are available in: 
cZ121

   all the following sections are available in: 
cZ121

Brass is one of the most widely used alloys. Because of its versatility, there are seemingly endless  
industries and products making use of ths alloy

braSS

Size Weight 
(Kg/M)

1” DIA 4.31
1 1/8 ‘’ DIA 5.45
30MM DIA 6.01
1 1/4” DIA 6.73
1 3/8” DIA 8.14
1 1/2” DIA 9.69
1 3/4” DIA 13.20

2” DIA 17.20
2 1/8” DIA 19.38
2 1/4” DIA 21.80
60mm DIA 23.90
2 1/2’’ DIA 26.90
2 5/8’’ DIA 29.70
2 3/4’’ DIA 32.60

3” DIA 38.80
3 1/4” DIA 45.50
3 1/2” DIA 52.80

4” DIA 68.90
4 1/2” DIA 87.20

Size Weight 
(Kg/M)

5/8” X 1/2” 1.72
3/4” X 1/8” 0.51
3/4” X 1/4” 1.03
3/4” X 1/2” 2.06
3/4” X 3/8” 1.54
1” X 1/8” 0.69
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Size Weight 
(Kg/M)

1/4” 0.34
5/16” 0.55
3/8” 0.78
1/2” 1.37

Square barS

Size Weight 
(Kg/M)

1/4” A/F 0.30
7MM A/F 0.41
5/16” A/F 0.46
1/2” A/F 1.19

14MM A/F 1.44
16MM A/F 1.88
17MM A/F 2.13

HexagoNal barS

Flat barS

   all the following sections are available in: 
cZ121

   all the following sections are available in: 
cZ121

Use of brass provides an excellent high class look. Advantage of brass for architectural   
applications include its excellent corrosive resistance and its joining, plating, polishing  and finishing 
characteristics. Brass is very easily machined.

braSS

Size Weight 
(Kg/M)

1” x 1/4” 1.37
1” X 5/16” 1.72
1” X 1/2” 2.74

1 1/2” x 1/8” 1.03
1 1/2” x 3/16” 1.54
1 1/2” x 1/4” 2.06
1 1/2” x 3/8” 3.08
1 1/2” x 1/2” 4.11
1 1/2” x 5/8” 5.14

Size Weight 
(Kg/M)

1 1/2” x 3/4” 6.11
1 1/2” x 1” 8.23

1 3/4” x 1/2” 4.75
1 3/4” X1” 9.50
2” x 1/8” 1.37
2” x 3/16” 2.06
2” X 3/8” 4.11
2” x 1/2” 5.48
2” X 5/8” 6.79

Size Weight 
(Kg/M)

3/4” 3.08
1” 5.48

1 1/4” 8.57

Size Weight 
(Kg/M)

3/4”A/F 2.67
1 1/16” A/F 5.55

1.1’’ A/F 5.76
1 1/4’’ A/F 7.42
1.3’’ A/F 8.10
2.5’’ A/F 29.70
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• Doré Metals are also able to competitively supply Mild Steel, Copper, 
  Nickel, Titanum and many other types of specialist materials.

• We are also able to offer anodising, powder coating, painting, drilling, 
welding and profiling services.

• We strive to deliver all orders the very next working day wherever you are in the UK.

• We boast a stable and loyal team with vast experince in the metal
 stockholding Industry who each have the customers best interest at heart.

Your oNe StoP Metal SHoP
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Doré Metal Services cover the whole country with offices and depots
in Kent, Bristol, Hertfordshire and Birmingham.

Kent
Bristol

21     
Aluminium
Stockholders
Association

ISO 9001
Quality Assured 
Firm

Hertfordshire

Birmingham
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Head office:                                                                                                             
Unit 2, Dolphin Park, Cremers Road                                                  
Eurolink Industrial Estate                                                                                     
Sittingbourne                                                                                         
Kent                                                                                                         
ME10 3HB
                                                                                              
Tel: 01795 473551                                                                               
Email: sales@doremetals.co.uk                                                        

bristol:                                                                                                             
Unit 15, Avonbridge Industrial Estate                                                                  
Atlantic Road                                                                                                        
Avonmouth                                                                                                       
Bristol                                                                                              
BS11 9QD
                                                                                              
Tel: 0117 370 9780                                                     
Email: bristol@doremetals.co.uk
                                                                             
                                                        

WWW.DoreMetalS.co.uk     

Hitchin                                                                                                            
Unit 7, Paynes Park                                                                  
Hitchin                                                                                                       
Herts                                                                                                     
SG5 1EH
                                                                                              
Tel: 01462 481 184                                                     
Email: sales@doremetals.co.uk
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